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36-6075 36-6078

1973-87 LS Swap Header Set
The LS Swap Header Set is available 
in a black painted, shortie, block-
hugger design and an uncoated mid-
length design, both allowing for easier 
installation and exhaust routing. 

The block-hugger headers feature 
1/4" thick mounting flanges and 1-5/8" 
primary tubes flowing into a 3" flange 
type collector. The mid-length headers 
feature 3/8" thick mounting flanges 
and 1-3/4" primary tubes flowing into 
a 3" weld-on ball and socket-type 
collector. They are supplied complete 
with mounting hardware, gaskets and 
installation instructions. O2 sensor 
bungs are available separately. Not 
legal in California for use on emission controlled vehicles. 1966 and 
newer U.S. manufactured California Certified vehicles are considered 
emission controlled vehicles.

Fits models with floor shift linkage. Column shift linkage may require modifications 
for clearance. Installations using 4L80 transmission require bell housing tabs to be 
trimmed for header clearance.

Limited Lifetime Warranty

34-0352

Stand-Alone LS / Vortec Swap Engine Harnesses

Note: "A"  For models with drive by cable throttle body.

Simplify your 4.8, 5.3, 5.7 or 6.0L swap with a new Stand Alone LS 
Swap Wiring Harness from BP Automotive. Eliminates hours spent 
sorting through a used wiring harness or tracking down components 
to build your own harness. 

Every BP harness is color coded to factory colors and includes 
labeled factory-style connectors, convoluted tubing, firewall grommet 
and heat wrap where needed. After making a few simple chassis 
connections, it’s truly as easy as laying out the harness and plugging 
it in. Harnesses do not have provisions for EGR, A.I.R. EVAP or rear 
O2 sensors. 
W/O Trans means without electronic transmission or with manual transmission.

LS1 Swap Harnesses are optimized for a 5.7 LS1 engine, with LS1 
intake manifold and engine accessories.

Vortec Swap Harnesses are optimized for a 4.8-6.0 engine, with truck 
intake manifold and engine accessories. 

PART DESCRIPTION APPLICATION REQD PRICE
34-0352 HARNESS-LS1 SWAP     "A"     5.7 W/4L60E (1) $529.95
34-0353 HARNESS-LS1 SWAP     "A"     5.7 W/4L80E (1) $529.95
34-0354 HARNESS-LS1 SWAP     "A"     5.7 W/O TRANS (1) $500.00
 
34-0356 HARNESS-VORTEC SWAP  "A" 4.8-6.0 W/4L60E (1) $525.00
34-0357 HARNESS-VORTEC SWAP  "A" 4.8-6.0 W/4L80E (1) $525.00
34-0358 HARNESS-VORTEC SWAP  "A" 4.8-6.0 W/O TRANS (1) $500.00

36-6077

These cast i ron 
LS Swap Exhaust 
Manifolds are available 
in a black painted 
finish. The low-profile 
design allows much 
easier fitment than 
conventional tubular 
swap headers, while 
retaining the ability to 
support up to 500 horsepower. 
Exhaust Manifolds come 
complete with cylinder head 
to manifold gaskets and exhaust 
flanges.

Will not fit LS7, LS9 or aftermarket LSX454 
engines. 

Not legal in California for use on emission controlled vehicles. 
1966 and newer U.S. manufactured California Certified vehicles are 
considered emission controlled vehicles.

1973-87 LS Swap Exhaust Manifolds

34-0347
34-0348

The crankshaft spacer, flexplate and flexplate bolts allow you to retain 
your existing automatic transmission when swapping to an LS-series 
engine. For use with GM Powerglide, TH350, TH400, 200-4R and 
700R4 automatic transmissions.

Slotting of torque converter holes may be 
required on some models.

34-0346

PART DESCRIPTION APPLICATION REQD PRICE
36-6075 LS HEADERS BLOCK-HUGGER  2WD CHEVY GMC 73-87     (1) $324.95
36-6015 OXYGEN SENSOR BUNG-WELD ON      CHEVY GMC 73-87        (AR) $2.95
 
36-6078 LS HEADERS MID-LENGTH  2WD CHEVY GMC 73-87     (1) $349.95

PART DESCRIPTION APPLICATION REQD PRICE
34-0346 FLEXPLATE CHEVY GMC 73-87     (1) $61.95
 
34-0347 SPACER-FLEXPLATE CHEVY GMC 73-87     (1) $54.95
34-0348 BOLT-SPACER CHEVY GMC 73-87     (6) $7.95

PART DESCRIPTION APPLICATION REQD PRICE
36-6077 LS SWAP MANIFOLDS-BLACK         CHEVY GMC 73-87     (1) $379.95

1973-87 Crankshaft Spacer 
and Flexplate




